
SPECIFICATIONS:
Dimensions 1.75” high x 19” wide x 4.25” deep
Weight 4lbs, 10.7 oz
Connections Stereo In/Out 1/4”   phono
Presets 255
Input impedance 500 Kohms
Out impedance 1k ohms
Maximum input level >+14dBv
Maximum output level >+14dBv
Dynamic range dry:  >100dB (A-weighted)

wet: >80dB (A-weighted)
Total Harmonic Distortion dry: <.015% @ 1kHz

wet: <.04% @ 1kHz
Channel separation >65dB
MIDI receive channel 1-16 OMNI (all), Off
MIDI Programs May be assigned to any preset number
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FEATURES:
• 255 studio effect presets
• Two separate processors – Dual processing
• Two processors in one!
• Up to four studio effects combinations per preset
• Stereo inputs and outputs
• Easy editing – no programming necessary

• Plate, room, chamber and hall reverb
• Forward and reverse grated reverb
• Stereo chorus and flanging
• Stereo delays and panning
• Slapback and tapped delays
• Stereo echoes MIDI control
• All steel case

Wharfedale operate a policy of continuous product improvement and therefore reserve the right to change specifications without notice.

PROVERB
Stereo/Dual Mono Programmable Effects Processor
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